
FDF2305W
Your advantages

The FDF2305W was specially developed for the security and
surveillance sector and offers the image optimizer Smart Insight,
which improves the display of partially dark areas of the image,
for example. It checks camera images for noise and distortions to
optimise the display where necessary.

 Maximum image quality for clear images

 SmartInsight and SmartResolution for better visibility

 Various connection options: 2x HDMI, DVI-D and D-
sub

 Automatic brightness adjustment with Auto-EcoView

 Long-lasting and reliable – even when used 24/7
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Full HD screen with anti-glare coating

The monitor has a Full HD resolution of 1,920 x 1,080 pixels
that fills the entire screen. The monitor therefore has space to
conveniently display even large quantities of information. Images
from Full HD cameras are rendered true down to the slightest
detail, without annoying black bars. Reflected light is scattered
thanks to its anti-reflection coating. The benefit: Your eyes do not
get tired as quickly.

Screen without anti-reflection coating Screen with anti-reflection coating

Sharper images with Outline Enhancer

The Outline Enhancer technology developed by EIZO analyzes
the content display and automatically corrects blurry areas. The
image is sharper, with less noise. Objects in the foreground are
given a stronger focus for realistic depth sharpness.

Without Outline Enhancer With Outline Enhancer

Low-Light Correction: Improved display of dark areas

Low-Light Correction automatically identifies dark and un-
clear areas of the image and optimises them. Dark areas are
brightened up to achieve a more realistic depth effect. The vis-
ibility of surveillance cameras in difficult lighting conditions is in-
creased. Persons or objects can therefore no longer merge into
the shadows.

Practical too: the day/night default settings. You can choose
between the "Day" and "Night" default mode settings using the
remote control. These are optimised to the respectively changing
light conditions.

Without Low-Light Correction With Low-Light Correction

Deep black due to the contrast optimization

The ContrastEnhancer controls the LED backlight according to
the brightness histogram of the camera signal. The contrast ratio,
which can be as high as 5000:1 provides realistic, deep blacks.

Precise image rendering thanks to 10 bit conversion

The monitor converts 8 bit signals into 10 bit and selects the
optimal colour values from a 10 bit look-up table (LUT). The
effect: You will experience a colour-proof image with a fine
resolution. The optimised data is then converted into an 8-bit
output signal. This leads to fluid colour tone gradations. This is
helpful in identifying dif cult to distinguish people and objects.

Without 10 bit conversion With 10 bit conversion

Different resolutions

The monitor supports different resolution settings up to its nat-
ive resolution of 1920 x 1080 (Full HD) pixels. Resolutions
other than the native resolution can be rendered, proportionally
scaled, or magnified to fill the screen. This is helpful if non-native
resolutions are received or when using applications that are not
capable of 1920 x 1080 (Full HD).

Save electricity and your eyes: Auto EcoView

A sensor is used to adapt the brightness of the monitor to the
ambient light conditions automatically. This means that the mon-
itor always has the most comfortable brightness, regardless of
whether you are looking at the monitor during the day or at night.
This means that your eyes do not get tired as quickly. In addition,
you can save electricity in comparison to conventional settings.

Remote control included

You can operate the OSD menu, adjust the volume, and change
between preset modes and input signals using the remote con-
trol. In addition, the monitor can be turned on and off using the
remote control. The remote control is extremely practical for mon-
itors in hard-to-reach areas or those hanging on a wall.

Protection against theft

The monitor has a bracket for a safety lock. You can securely
connect the monitor to the desk or in another location to protect it
against theft and stop it from falling down.

Features
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Integrated power unit

Thanks to an integrated power unit, the monitor can be connec-
ted to a power socket via a power cable.

Various connectivity options

The monitor has a DVI-D (24 Pin) and D-Sub (Mini-15-Pin) input.
You can therefore connect digital and analogue devices. The
two HDMI inputs support both PC signals and video and audio
signals. The monitor can therefore be connected directly to a
video camera and other AV devices.

24/7 use guaranteed

The monitor is built for 24-hour use and is impressively reliable.
That is why EIZO gives a 2 years warranty.

Large dimming range for changing light conditions

Suitable for day and night operation: Thanks to the wide dim-
ming range from 3 cd/m2 to 250 cd/m2, the monitor is ideally
suited to changing light conditions. This means that the brightness
of the monitor can be optimally configured for all ambient light-
ing and can be used without problems even in dark rooms.

Features
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General
Item no. FDF2305W

Case color Black

Areas of application Industry, Video surveillance systems

Product line DuraVision

Display
Screen size [in inches] 23

Screen size [in cm] 58

Visible size diagonal [mm] 584

Format 16:9

Viewable image size (width x height) 510 x 287

Ideal and recommended resolution 1920 x 1080 (Full HD)

Pixel pitch [mm] 0.27 x 0.27

Resolution supported 1920 x 1080 (Full HD)

Panel technology TN

Max. viewing angle horizontal 170 °

Max. viewing angle vertical 160 °

Number of colours or greyscale 16.7 million colours (DVI, 8 Bit), 16.7 million colours (D-
Sub, 8 Bit), 16.7 million colours (HDMI, 8 Bit)

Max. brightness (typical) [in cd/m²] 250

Max. dark room contrast (typical) 5000:1 ( 5.000:1 Contrast Enhancer )

Typical response time [black/white/
black alternation]

0 ms / 10 ms

Backlight LED

Features & control
Preset colour/greyscale modes Day, Night, sRGB

Auto EcoView

24/7 operation

Visibility Optimizer Smart Insight/Low-Light Correction, Smart Resolution/
Outline Enhancer

No flickering thanks to hybrid controls

Input signal identification

Built-in speakers

OSD language de, en, fr, es, it, ja, zh, se

Adjustment options Brightness, Contrast, Gamma, Colour saturation, Colour
temperature, Gain, smart functions, Smoothing, Black
value, colour mode, Colour tone, Colour space, sound
settings, signal input, Reset, All reset, Key lock, DDC/
CI, Power indicator, Signal info, Smart Insight, Smart
Resolution, Auto EcoView, Up view, Contrast enhancer

Remote

Integrated power unit

Ports
Signal inputs DVI-D, D-sub, 2x HDMI

Video signal DVI (TMDS), RGB Analog

Audio input 3.5 mm stereo jack, HDMI

Audio output 3.5 mm stereo jack

Electric data
Power consumption (typical) [in watt] 18

Maximum Power Consumption [in
watt]

37

Power Save Mode [in watt] 0.3

Energieeffizienzklasse G

Energy consumption/1000h [in kWh] 23

Power supply AC 100-120 V / 200-240 V, 50/60 Hz

Dimensions & weights
Dimensions [mm] 545 x 390-450 x 200

Weight [in kilograms] 5.2

Dimensions without stand [mm] 545 x 348,5 x 54

Weight without stand [in kilograms] 3.9

Swivel 344 °

Incline forward/backward 0 ° / 25 °

Height adjustment range [mm] 60

Hole spacing VESA standard 100 x 100 mm

Certification & standards
Certification CB, CE, cTÜVus, FCC-B, CAN ICES-3 (B), TÜV/S, VCCI-

B, RoHS, WEEE, CCC, RCM, China RoHS

Software & accessories
Additional supply Power cord, Signal cable HDMI - HDMI, Signal cable

DVI-D - DVI-D, EIZO LCD Utility Disk (incl. PDF manual),
Remote control, Quick guide

Warranty
Warranty and service 2 years

EIZO Europe GmbH – Germany Belgrader Straße 2
41069 Mönchengladbach

Phone: +49 2161 8210-0
www.eizo.eu
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